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2.0

2-1. &

o

@ £ HMZ2 10/100/1000Mbps PoE 4PortZ X

PHe

@ 100/1000M SFP 2PortE &2i0|=2 0| &350

® Features

LS| C},

o

-10/100/1000M PoE 4port + 100/1000M SFP 2port

- 1 fiber (WDM) or 2 fiber transmission

- 12G backplane bandwidth

- 10/100/1000Mbps Auto-Negotiation

- Full-Duplex, Half-Duplex mode Auto-negotiation
- Wall-mount EtQ! X|2J

- [EEE 802.3af/at POE(Power Over Ethernet) X|&

@ Application

- CCTV, ITV and Traffic Control System

- Campus Network

- Community Network

- Security System

- Process Control and Monitoring System

® Option(SFP BI-DI Transceiver)

H&5h= PoE Hub L
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Model friey Clo|E &£ = HEAHe| Source Optic Power 4! ZE(dBm)  Connector Type

4MI-LXWA 1310/1550nm 1.25G 20Km FP -10~-3 PIN <-22 LC/PC

4MI-LXWB 1550/1310nm 1.25G 20Km DFP -10~-3 PIN <-22 LC/PC

4MI-LX20 1310nm 1.25G 20Km FP -10~-7 PIN <-22 LC/PC

4MI-SM 850nm 1.25G 550m VCSEL -5~0 PIN <-22 LC/PC

4AMI-MM 850nm 155M 2Km VCSEL -5~0 PIN <-22 LC/PC
FAI1A Eofole 6/10

<Dimensions>
W118 X D85 X H28
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2.0

2-2. Specification

Standard Configuration
Connector Type
Forwarding Mode
Network Medium
Bandwidth

MAC Address Table
Forwarding

Buffer Memory

Twisted Pair Transmission

Power Supply Pin
Power Consumption

LED Indicator Status

Voltage Input

Voltage Output

Size

Weight

Operating Temperature
Storage Temperature
Lightning protection /

protection level

4 Port Gigabit PoE Ports

4 Port 10/100/1000M RJ45 PoE + 2Port 100/1000M SFP
Store-and-forward architecture, line speed forwarding
1000BASE-TX: Cat5e,Cat6 or more UTP(<100 meters)
12Gbps (non-blocking)

8K

8.93Mpps

2M

10BASE-T:Cat3, 4,5 UTP(£100 meter);

100BASE-TX: Cat5 or later UTP(<100 meter) ;
1000BASE-T:Cat5e or later UTP(<100 meter)

Default: 1/2(+),3/6(-); Optional: 4/5(+),7/8(-)
Standby<6W;Full load<65W

Power Indicator: PWR (green); Data indicator:

Link (yellow); POE indicator:

PoE (green); speed indicator: 1000M (green)
AC100~240V 50/ 60Hz

DC 52V 2.5A ( Option 52V 4.8A)

118 x 95 x 28mm

0.35Kg

-20~+55°C; 5%~90% RH Non condensing
-40~+75°C; 5%~95% RH Non condensing

Port Lightning Protection 4KV 8/20us;

Protection Level: IP30

7/10

Package Contents

Switch Unit * 1

Power Cable * 1

AC/DC Power Adapter * 1
Mounting Brackets * 2

Mounting Screws * 6
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3. HEZENY

@ Yellow LED = Link & A| HS

@ Green LED = PoE MY Z2 Al &

on

® 10/100/1000M PoE Port(1~4) = ZEG 15.4W &£

30W

rir
Ot
il

@ 100/1000M Uplink Port(5~6)
® SFP 100/1000M 2 ports

® DC 52V 2.5A

SFP LED

M@ LED
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Thank you
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