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@ 2 HEZL2 10/100/1000Mbps PoE 16PortE A|Z¢gtL|Ct,
@ Giga SFP 2PortE #2102 0|83t0{ M&3dh= PoE Hub LICEH
® Features

- 10/100/1000M PoE 16port + Giga SFP 2port

- 1 fiber (WDM) or 2 fiber transmission

- 1-2 ports support IEEE802.3af/at/poe++/bt, MAX 90W

- 3-16 ports support IEEE802.3af/at, MAX 30W/port

- 56G backplane bandwidth

- 8K MAC address

- MAX 300W

- Default, VLAN(Port Isolation), Extend(PoE Extend) & 37tX| 2 E X|€

- Packet Forwarding 41.67Mpps — @
- Cache 4.1M 3o
- Lightning/surge 3KV 8/20us;
- Protection level IP30
® Application
- CCTV, ITV and Traffic Control System
- Campus Network y
- Community Network
- Security System L .
- Process Control and Monitoring System Lo .
® Option(SFP BI-DI Transceiver) ' = : .
;%} - riwiwlv wiwie! og - " b
Model g Holg£s  HEAH2| Source Optic Power =21 Z=(dBm)  Connector Type
AMI-LXWA 1310/1550nm  1.25G 20Km FP -10~-3 PIN <-22 Lc/PC < D I me nSio ns>
4MI-LXWB 1550/1310nm 1.25G 20Km DFP -10~-3 PIN <-22 LC/PC W44O x D27O x H45
4MI-LX20 1310nm 1.25G 20Km FP -10~-7 PIN <-22 Lc/PC
4MI-LR10G 1310nm 10G 10Km DFP -3~ +2 PIN <-22 LC/PC
FAB|A ZHOO| & 6/10
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2.0

2-2. Specification

Fixed Port
PoE Port

PoE Power Polarity

Total PoE Power

Function Switch

Bandwidth

Packet Forwarding
MAC Address
Cache

Transmission Distance

LED

Input Method

Usage Environment

Product/Package Size
(L*W*H)

N. W./G. W (kg)
Lightning/seurge
Protection level

Installation

16*10/100/1000M RJ45 port, 2¥*1000M SFP

1-2 ports support IEEE802.3af/at/poe++/bt, MAX 90W
3-16 ports support IEEE802.3af/at, MAX 30W/port
af/at: 12+ 36~

af/at/poe++/bt: 12+ 45+ 36- 78-

MAX 300W

Default: Standard shared mode

VLAN: Port isolation mode

Extend: PoE Extend mode

56Gbps

41.67Mpps

8K

4.1M

10BASE-T : Cat3,4,5 UTP(£250m)

100BASE-TX : Cat5 or later UTP(<150m)
1000BASE-TX : Cat6 or later UTP(£150m)

SFP: Support 1000M single-mode multimode optical module, maximum

distance < 120km (depending on the optical module)
PWR: Power LED (green)

1-16:10/100, 1000M network connection LED (green)
17-18: SFP optical port connection LED (green)

PoE port: PoE LED (orange)

Built-in power supply AC: 100-240Vac 50-60Hz 5A Max.400W

Operating temperature: -10°C~55C;

Storage temperature: -40C~75C;

Operating humidity: 5% ~90% RH non-condensing
Storage humidity: 5% ~95% RH non-condensing
440*270*45mm

515*375*¥95mm

3.3/ 4.0kg

3KV 8/20us ;

IP30

Rack-mount(optional machine hanger spare parts)

7/10

Package Contents

Switch Unit * 1
Power Cable * 1
Rack Mount Brackets * 2

Mounting Screws * 10
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3. HEZENY

@ Power LED = M¥ 22 Al HE(Green)

=
@1 ~18 ZLE = Network 918 A| &

012 A| & (Green)
®1~16 LE = PoE &2 21 A| H5(0range)

X PoE
-1~2 XE:|EEE802.3af/at/poe++/bt, MAX 90W
-3~ 16 XE:|EEE802.3af/at, MAX 30W

% DIP AQ|X|
-ZE H2[ RE(VLAN) : 1~ 16H ZE 2t 2Hd 2 F0|2| QI TEZF EAS APHerL|CH(YP 23 ZE X|2|)
- B3| MEEE(Extend) : 1~ 8H ZE MEAKE 10M / 2| & H2| 250m HS XY

- 7|2 2 E(Default)

1000M

VLAN

Default Extend
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Thank you
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